Letter of Indemnity (a)
To Orient Overseas Container Line Limited

Dear Sirs,

Vessel


:

Commodity

:

Booking Number
:

We, the undersigned, as the booking party or shipper, hereby declare that vehicles booked by us are categorized into UN3166, 3171 and/or UN3558 but should not be regarded as dangerous cargo because they fully comply with SP961 of the IMDG Code. 

Supplement of 

SP961 (copied from IMDG Code 2024 Edition / Admt 42-24)



We hereby undertake to indemnify you and/or the Carrier and hold you and/or the Carrier harmless in respect of any liability, loss, damage or expense of whatsoever nature which you and/or the Carrier may sustain as a result of any false, inaccurate or incomplete information herein provided.

Company Name

:

Contact Party

:

Phone Number

:

Date of Signature
:

Yours faithfully,









-------------------------------------------
** Supplement **
SP961 (IMDG Code 2024 Edition / Admt 42-24)
Vehicles are not subject to the provisions of this Code if any of the following conditions are met:
1. – leave out -

2. Vehicles powered by a flammable liquid fuel with a flashpoint of 38’C or above, there are no leaks in any portion of the fuel system, the fuel tank(s) contains 450 L of fuel or less and installed batteries are protected from short-circuit.

3. Vehicles powered by a flammable liquid fuel with a flashpoint less than 38’C, the fuel tank(s) are empty and installed batteries are protected from short circuit.  Vehicles are considered to be empty of flammable liquid  fuel when the fuel tank has been drained and the vehicles cannot be operated due to a lack of fuel,  Engine components such as fuel lines, fuel filters and injectors do not need to be cleaned,  drained or purged to be considered empty.  The fuel tank does not need to be cleaned or purged.
4. Vehicles powered by a flammable gas (liquefied or compressed), the fuel tank(s) are empty and the positive pressure in the tank does not exceed 2 bar, the fuel shut-off or isolation valve is closed and secured, and installed batteries are protected from short circuit;

5. Vehicles solely powered by a wet or dry electric storage battery or a sodium battery, and the battery is protected from short circuit.

6. Vehicles solely powered by a sodium ion battery, and the battery is short-circuited in a way that  the battery does not contain electrical energy. The short circuiting shall be easily identifiable (e.g. busbar between terminals).

